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Purpose: Identify and assess drainage ditches, culverts and pipework and to identify possible 

remedial works. 

 

Specific site identified (see attached map): 

#1 Pipe that runs under the road between 1 Chelveston Road and into Brookview Pastures (to 

discharge into the brook).  

The pipe takes water from the south side of Chelveston Road to the brook. 

The pipe requires sluicing. 

 

#2 Pipe exit on the north side of Chelveston Road opposite the gate adjacent to the Dixie.  

Culvert appears to exist under the gate opposite. 

The outflow pipe is completely blocked and should be cleared to allow for the discharge of 

water. 

 

#3 Culvert entrance next to the bench to the east of the cemetery. 

Culvert appears to run the length of the cemetery to the entrance track for Holywell Farm. 

This would link it to the ditch network. 

Requires clearing out and assessing. Approximately 20 metres. 

 

#4 Approximately 90 m from the 30pmh signs (near the cemetery) towards the B663 a very 

old style stone culvert identified on the south side of Chelveston Road. 

In the ditch on the opposite side of the road there is a pipe entrance on the far side (north) of 

the ditch to take water to the brook. 

 

#5 Area around the oak tree on the north side of Chelveston Road. 

It is suspected there is a pipe at this location and further investigation is required. 

 

 



Other works identified and to be prioritised: 

1. The ‘grips’, which allow the water to leave the road into the drainage ditches, should be 

reinstated. It was noted that there were approximately 30 grips on the north side and 20 grips 

of the south side that had become overgrown and required scrapping out. 

 

2. The area from the Chelveston Road sign to gate to the Dixie on the north side (approx. 100 

metres) should be cut back to expose approx. 1 metre of verge and the drainage ditch. 

 

3. On the north side of Chelveston Road, the hedge around marker #4 (approx. 40 m) should 

be taken out and the ditch dug out. 

 

4. Field drain on the 90 degree bend of PH11 above Brook View Pastures. Inspection hatch 

filled with mud and vegetation. It is assumed this pipe is blocked as in heavy rainfall, the right 

of way path to The Avenue has surface water cascading down it and this damages the surface 

of the path.  

It is not known who is responsible for this drain. 

The field drains pass through Brookview Pastures to discharge into the brook.  

 

5. The ditches in front of the Dixie need clearing out  

 

6. Channels to the side of the road to be cleared out. 

 

Other locations 

1. West Street between Millholme & the Stanwick Hotel, the water cannot escape off the road 

because the gulleys/drainage is blocked and the water collects on the road. 

2. Drainage around the cemetery requires investigation. 

3. The drainage area around Stanwick roundabout requires regular maintenance to ensure water 

can pass onto Stanwick Lakes. Highways England are responsible for this area. 
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